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BEGIN – INTERMIX D SERIAL 

VERTICAL FEED MIXER MACHINE  

-USER MANUAL 
 

 BEGIN D1,5 m3 Vertical Feed Combining Machine 

 BEGIN D 4    m3 Vertical Feed Combining Machine 

 BEGIN D 6    m3 Vertical Feed Combining Machine 

 BEGIN D 8    m3 Vertical Feed Combining Machine 

 BEGIN D 12    m3 Vertical Feed Combining Machine 
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1.  INTRODUCTION 

 

GENERAL 

 
We congratulate you for purchasing the BEGIN TARIM Feed Combining and Spreading Machine.  

 

Begin agriculture has been guaranteed with quality and performance. The present serial of the feed combining 

machine which you have purchased has been prepared for production as a result of impressible researches and 

tests. The first purpose of the machines which we produce; is to be in the manner to meet the last norms of 

usage, safety, protection and usage. 

 

Before using the machine we request you to carefully read this user manual. 

To provide the extreme benefit related with the usage and maintenance, you must perform the explanations 

stated in this manual to gain the highest efficiency from our investment. 

 

The direction expressions as  ‘right’, ‘left’, ‘front’ and ‘rear’ stated in the user manual have been given 

according to your position while your face is turned to the direction of movement while your machine is linked 

to the tractor. 

 

1.1.1 Intended Purpose 

 

 To cut and combine the various types of animal feed 

 To carry the feed to barns 

 To adjust the feed amount to be given to the animals 

 

 

In the event of usage out of the purposes explained above, all kinds of responsibilities of the seller shall 

vanish.  

 

1.1.2 Customer 

 
The machine owner must be informed sufficiently and must have technical ability for usage. Before using the 

machine it must be informed sufficiently with course or training related with usage, adjustment, cleaning and 

simple maintenance of the machine. 

 

The purpose of this user manual is to provide the safe and efficient usage of the machine. 

 

The lifetime of this machine is 10 years. 
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1.1.3 Used Symbols 

 

For the subjects which must be especially paid attention some symbols have been used in this manual.  

 

 

The meanings of these symbols: 

 

 

WARNING / DANGER OF DEATH  
 

IF YOU DONT APPLY THE PROCEDURES CAREFULLY YOU MAY 

GIVE HARM TO YOURSELF 

 

 

CAUTION 

 
IF YOU DONT APPLY THE PROCEDURES CAREFULLY YOU MAY 

GIVE HARM TO YOUR MACHINE 

 

 

 

PAY ATTENTION 

 
MORE INFORMATION SIGNS FOR POSSIBLE PROBLEMS 

 

 

HINT 

 
SUGGESTIONS TO EASILY PERFORM SOME WORKS 

 

 

If you have any questions and/or problems which you cant find the answer in this manual refer to your 

nearest seller. 

 

 

 

1.2 Liabilities and Guarantee 

 

 The machine cannot be used for any purposes out of the articles stated above without 

permission of the producer. The usage in this manner vanishes the guarantee and liabilities 

of the factory.  

 The original option hand accessories can only be placed by the producer or authorized dealer. 
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 It is strictly forbidden to make amendment on the machine, otherwise the guarantee of the 

machine and responsibilities of the company shall cease. The damage to the machine or to 

the environment which may incur as a result of these differences are not covered in the scope 

of the guarantee. 

 Before the machine you have purchased exits the factory all kinds of controls have been made 

against to material and /or processing errors. Despite all these controls if there are any errors 

which you have noticed as a result of usage, BEGIN shall cover the guarantee of these parts 

free of charge for 2 (two) years since the beginning date of guarantee. If the conditions stated 

in this user manual are not performed in full and properly the guarantee of the machine shall 

cease. 

 

 

2. TECHNICAL FEATURES 

 

BEGIN – INTERMIX  D SERIAL VERTICAL HELEZONE FEED COMBINING and 

SPREADING MACHINE 

Technical Features BEGIN D3 BEGIN D5 BEGIN D8 BEGIN D12 

Body Volume  m3 3 5 8 12 

Empty Weight kg 1750 2300 2950 3800 

Spiral number Piece 1 1 1 1 

Spiral Cycle m/min 45 45 45 45 

Starting System   Gearbox Gearbox Gearbox Gearbox 

Total Measurements 

Width (Band Closed) mm 1900 2080 2245 2350 

Width (Band Open) mm 2100 2280 2580 2685 

Length (Bucket Closed) mm 4190 4900 4900 6150 

Length (Bucket Open) mm 4450 5200 5385 6600 

Height (Without +1 

addition) 
mm 2240 2480 2580 2650 

Height (With +1 addition) mm 2450 2780 - - 

Blades over the Spiral 
Axe Blade Piece 5 6 6 8 

Fixed Blade Piece 2 2 2 2 

Weigh-bridge System 
Weigh-bridge   Optional Optional Optional Optional 

Sensor Piece 3 3 3 4 

Necessary Hydraulic Pressure Source   Optional Optional Optional Optional 

Bucket System   Optional Optional Optional Optional 

Required Tail Axle Rpm m/min 540 540 540 540 

Required Tractor Driving Power HP 30 - 40 40 - 50 50 - 70 70 - 90 

Wheel Measurements   10,0/75 - 15,3 10,0/75 - 15,3 11,5/80 - 15,3 445/45 - 15.5 
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3. SAFETY 

Safety Rules 

 

WARNING DANGER OF DEATH 

 

 Never perform the machine start up and trials in closed area due to poisons in the exhaust gas! 

 Before starting to use the machine and tractor check around it! Watch the children! Be sure that your 

field of view is sufficient! 

 Do not stay on the machine while its on operating location or on travel! 

 Without avoiding the slip of the machine with a wedge never stay between the tractor and machine! 

 Do not stay around the machine while its working! 

 Control that the connection of the machine to the draw bar is proper. Control that the connecting pin 

on the draw bar is locked! 

 It is strictly forbidden to enter inside the pail! 

 

WARNING DANGER OF DEATH 

 

 Pay attention to all the safety rules stated in this user manual, alongside consider the general rules 

related with avoiding the formation of the accident! 

 Learn all the control functions and usages of the system on the machine before starting to use the 

machine! It may be too late to learn this during operation! 

 Before starting to use the machine carefully read the user manual on the axle! 

 Before starting to use the machine each time control the suitability of your machine for work and use 

in traffic! 

 Avoid the user from wearing loose clothes! 

 Adjust your speed according the state of your environment and conditions! 

 Do not make sudden turns while operating at down or uphill or in inclined places! 

 Don’t forget that all kinds of towed or hanged machines are directly effecting to the driving of the 

tractor, steer control and brake assembly and make brakes by considering the machine! 

 Pay attention to make wide angle turns at the turns! 

 The machine can only used by 1 person! 

 While leaving the tractor definitely secure the machine! Shut off the engine and take the ignition key! 

If your going to make a control related with the electric equipment definitely pull the plug! 

 While you are connecting your machine comply to the directives in the user manual and be sure that 

you have properly made the connection! 

 Pay attention while you are connecting and disassembling the machine! 

 Do not operate that machine before you are sure that all the protective materials and all connection 

parts of the machine are in place! 

 If there is any damage on the machine surely repair it before the next usage! 

 Do not make welding processes near and over the load cell parts on the machine! 

 

 

 Regularly control the hydraulic hoses on the machine! Immediately replace the damaged hoses! 

Definitely do not try to stop the oil leakage with your finger! Do not forget that oil can easily damage 

your clothed and skin and cause accidents which may result with injuries and blood poisoning. 

 Do not use the hydraulic mechanisms as a crane! 
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CAUTION 
 

 Before starting up the shaft be sure that your machine has the rpm and direction which the rpm number 

and direction the machine requires. If it doesn’t meet it adjust the rpm and direction! 

 While the machine is closed do not bring the tail axle arm to open position! 

 Perform the cleaning, greasing or adjusting of your shaft while the tail axle is closed, the tractor has 

been stopped and the ignition key has been taken from the tractor! 

PAY ATTENTION 

 

 The person who is using the machine must always sit on the tractor driver seat.  

 Control the suitability of your machine on the roads which you will use! 

 Control the features of your tractor and: 

 Watch the suitability of the maximum allowable axle load weight 

 Allowable maximum weight 

 Allowable maximum carriage width 

                of your machine. 

 When your not using it definitely keep the tail axle closed! 

 Do not forget to place a proper additional weight in front of your tractor! 

 

SAFETY SIGNS 

 

       To avoid the possible injuries safety and warning signs have been placed on some places of your machine. 

All these signings have been made to state that there are some risks at the moment you start to use your 

machine and to draw attention against to these risks.  

Before you start your machine always read the user manual and pays attention to all of these explanations. 

 

 Control that the warning labels are on your machine if the labels are not there do not use the machine and get 

in contact with the nearest dealer. 

 

The signing on the machine; is showing the picture of the possible danger in a triangle and beside it the 

necessary action which must be performed to be protected from this danger has been shown with a picture.  

The warning labels always must be clean and visible. When they have been worn definitely replace them with 

new ones. You can find these labels from the producer or from your dealer.  

 

 

 

 

3.1.1 Explanation of Warning Labels 

 

 

 

 

 



 

[Metni yazın] 
 

 

Danger of Death           

     It is dangerous to move between the machine and tractor 

     It is forbidden to stay on the machine while it’s moving. 

 

 

 

 

 
 

Warning                                         Slowly get the bale 
      Compressing the bale may cause to serious damages in the machine 

      leave it inside and wait for smash-up then continue to load 

 

 
 

Danger of Death 

      Falling in the operating machine may cause physical injuries 

      Staying on the machine while the spiral is operating is forbidden. 
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Warning 

     Working with the spiral may cause damage to the hands, feet and the body. 

     If you are going to perform any maintenance or repair stop the tractor, take the ignition key and carefully 

read the related part from the user manual. 

 

 
 

Warning 

Control the tightness of the wheel bolts and wheel pressure before 1 hour operation and after each 10 hour 

operation.  

 

 
 

Warning 

        Touching to the operating shaft may cause to physical injuries. 

        Stay away from the operating shaft and wear tight clothes. 
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Warning 

Before starting to use the machine read the user manual and learn the explanations related with safety and 

usage. 

 

 

 

 

 

 

 
 

 

 

Warning 
      Touching the spiral and blades may give damage to you. 

      While the discharge cover is open do not enter inside spiral operating area.                                                   
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Warning 
      Damaged hoses may cause physical damage to you and pollute the environment.  

      You can only work on the hydraulic system when there is no pressure in the system. 

 

 
 
Warning                                         Use the machine at 540 d/d. 

 

 

Warning    
 All the greasing points on the machine must be controlled and greased after 

each 10 hour usage.    
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The Locations of the Safety Signs on the Machine 



 

[Metni yazın] 
 

 

4. Linking the Machine to the Tractor 

 
STEP 1 - Approach the draw arrow of your machine to the drawbar until 20cm distance. 

 Take the necessary precautions to avoid the sliding of your machine and tractor  

                      (pull the parking brake and place a wedge to the wheels of the tractor) 

 

STEP 2 - Link the hydraulic hoses to the hydraulic output of the tractor. Remove the support leg of your 

machine from the hydraulic remote and adjust the machine draw arrow slightly high from the tractor draw 

arrow. 

 

STEP 3 - Move the tractor backwards and place the pin. 

 

 
STEP 4 - Remove the support leg from the hydraulic plunger 

-   Completely pull the support leg back 

-   Remove the locking pin 

-   Turn the support leg upwards 

-   Place the locking pin again 

 

 

STEP 5 - Stop the tractor and take the ignition key. 

 

STEP 6 - Link the shaft between the machine and tractor. 

 

 

 

PAY ATTENTION 

 

There is a label over the shaft casing, showing which direction of the shaft shall 

be linked to the tractor. 

 

 

 

 

CAUTION 

 

To avoid damage of the movement organs at sharp turns there must be 10-15 

cm gap in the shaft pipe. 

 

 

 

 

PAY ATTENTION 

 

While connecting and removing the hydraulic hoses be sure that there is no 

pressure in the hydraulic system of the tractor and machine. 

 

 

 

 

PAY ATTENTION 

 
To avoid a possible pressure increase of the return hose be sure that it is linked 

to the return line. 

 

 

 

 



 

[Metni yazın] 
 

STEP 7 - Link the hydraulic system on your machine to the hydraulic system of your tractor. Be sure that the 

return line has been linked correctly. 

 (The yellow covered output in the exit of the tractor and the thick hose in the machine.  

 

 

STEP 8 -   

To link the electronic weigh system of your machine place the lighter plug to the lighter output of your tractor.     

 

STEP 9 - Before using the machine firstly make the daily maintenance.  

 

 

If you have any doubt please refer to the nearest dealer or to BEGIN AGRI. 

 

5. Operating the Machine 

 
You will find information in the sections below related the machine operation. You may find the information 

related with the usage of weighing system and programming in the last section. 

 

The discharge cover of the machine is remoted as hydraulic. For operating the spiral your tractor must have 

been operated with 540 d/d. You can change the spiral speed by changing the tail axle rpm. 

 

Contra Blades: There are 2 contra blades in your machine. You can adjust the height of the material to be 

smashed from the adjustment arms of the blades. As the compression rate is increasing the material size is 

reducing. 

 

5.1 Operating the Electrical Machine 

 

CAUTION!!:THE CONNECTIONS OF THE ELECTRICAL MACHINE MUST BE MADE BY A 

AUTHORIZED TECHNICIAN AND DEFINITELY EARTHING MUST BE MADE.OUR FIRM IS NOT 

RESPONSIBLE FOR THE PROBLEMS INCURRING AS A RESULT OF CONNECTIONS MADE BY 

UNAUTHORIZED PEOPLE. 

 

     The electrical machines have an operating panel. There are 3 buttons on the panel.  

 
1. START BUTTON:  It is used to operate the machine. 

2. STOP BUTTON: It is used to stop the machine. 

3. EMERGENCY STOP BUTTON: It is used to stop the machine at any problem or in a case of 

accident. 
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6. While Operating with the Machine 

 

 

 

CAUTION 

 

Read the safety rules again! 

 

 

 

 

PAY ATTENTION! 

 

In an emergency case you can cease all the movable organs and hydraulic 

flow by stopping your tractor. 

 

 

6.1 Loading the Feed to the Machine 

 

 

 

PAY ATTENTION 
 

Do not load more than  one product to your machine at the same time, by 

this way you can avoid the extreme load to the spiral. 

 

 

 

 

HINT 

 

To shorten the smashing period of the round or rectangular bails in your 

machine, place the bails by splitting them. 

 

 

1. Bring your machine near to the feeder which you shall make loading and control that your tractor 

is linked. Be sure that when you start to load feed your tractor is operating and tail axle is 

operated at idle running. 

2. Be sure that the discharge cover of your machine is closed. 

3. Start loading to your machine from the side part because the widest loading area of your machine 

is the side place. 

4. Bring your loading apparatus to the nearest place of your machine and minimize the dropping 

distance as much as possible however pay attention for your apparatus not to crash with the 

spiral. 

5. If the machine has been equipped with the loading bucket, load the material to be mixed inside 

of the bucket. 

6. Lift the loaded bucket by using the remote arm on the machine body and provide the material to 

be discharged inside of the machine. 

 

CAUTION: Strictly no human or animal should enter inside the bucket! While the bucket 

is lifted and lowered there shouldn’t be any lively around, near or under the bucket! 

 

7. After the material inside the bucket have been discharged lower the bucket again by using 

remote arm and repeat the same process until all the materials have been loaded. 

8. To speed up or slower down the movement of the bucket you can use the valve on the remote 

arm.
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6.2 Mixing the Feed 

 

1. For an homogenous mixture according to the material you would like to mix operate your 

machine between 5-8 minutes at complete load. 

2. To adjust the piece size you can use the contra blades. 

3. You can adjust the speed of the spiral from the tail axle of the tractor. 

4. If your are using a wide width shaft you can hold the tail axle operated in moving. 

 

6.3 Discharging the Feed 

 
1. Give a movement to the spiral by operating your tail axle. 

2. Open the discharge cover. You can adjust the feed amount which you desire to place according 

to the cover gap. 

3. After the feed in your machine has finished increase the rpm of the tail axle to clean the 

residuals. 

4. Close the tail axle. 

5. Close the discharge cover. 

 

6.4 Sound Features 

 

According to EN 1553- ANNEX D standard; 

 

The sound distribution pressure at operator level is = 64 dB 

 

In the working area = 69 dB 

 

7. Maintenance and Greasing 

 

7.1 General Explanations 

 

 

WARNING 

 

The first operation of the machine, the periodical maintenance must only 

be performed by people with knowledge of the subject. 

 

 

WARNING 
 

While making repair, maintenance, cleaning: Always stop your tractor, 

take the ignition key and pay attention to the warnings in the manual.  

 

 

WARNING 

 

If you are going to perform any disassemble or placement process on your 

machine be sure that you are using correct equipment and use gloves. If 

you are going to lift the machine upwards be sure that you are using the 

correct supports. 

 

 

CAUTION 
 

The damages caused by you to the machine and the damages which may 

incur due to improper greasing are not covered by guarantee. 
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7.2 The Maintenance Required to be Performed at Each 10 Hours 

 

 The maintenance of your shaft is available in the manual on the shaft.  

 Butter the grease points: 

*3 pieces in spiral 

*2 pieces in the gearbox 

 If there is any visible abrasion on the cutting blades grind them or replace with a new one. 

 Control the gearbox oil level. 

 

7.3 The Maintenance Required to be Performed at Each 25 Hours 

 

 Control the hydraulic hoses and plungers, if there is any abrasion, deterioration, leakage, 

replace them if necessary. 

 Control the wheel pressure. Your wheel must be 7.00-12 and 8 bar. 

 Control the tightness of the wheel nuts. 

 Control the tightness of all bolts and nuts. If necessary tighten them. The tightening table is as 

below: 

 

8.8 Tightening Moments of Quality Bolts 

MEASUREMENT  
Key 

Measurement 

Tightening Moment 

(Nm) 

M 8 13 24 

10 17 48 

M 12 19 85 

M 14 22 135 

M 16 24 210 

M 18 27 290 

M 20 30 400 

M 22 34 550 

M 24 36 700 

 

 Control the wheel bearings. 

 After the first usage control the tightness of all bolts and control periodically after each 25 hour 

usage. 

 For your security replace the hydraulic hoses with new ones each 7 years.  

 

7.4 Gearbox 

 

Control the oil level of your machine from the indicator placed on the side of your machine. The oil 

you must use in the gearbox is 85W140. If you can’t find this kind oil please get in contact with the 

factory. 

 

The first oil replacement must be made after the 50-100 hour usage. 
 

The gearbox oil discharge plug is placed in the base of the gearbox under the machine.  

 

7.4.1 Replacement of the gearbox 

 

 

CAUTION 

 

Consider that the gearbox oil replacement of your machine may take a few 

hours. 
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STEP 1 Remove the plug on the oil tank. 

 

STEP 2 Operate the spiral idle for a few minutes to discharge the air in the system. 

 
STEP 3 Add oil by not exceeding the oil level indicator. The oil capacity of the gearbox is 13 liters.  

 

 
STEP 4 Place the oil discharge plug. 
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8. SOLUTION OF POSSIBLE PROBLEMS 

 

 

PROBLEM REASON SOLUTION 

HYDRAULIC SYSTEM 

ISNT OPERATING 

COMPATIBLE 

HYDRAULIC PRESSURE HOSE 

HAS BEEN CONNECTED 

WRONG 

CONNECT AGAIN 

HYDRAULIC SYSTEM 

ISNT PERFORMING 

THE FUNCTIONS 

PROPERLY 

HYDRAULIC PRESSURE HOSE 

HAS BEEN CONNECTED 

WRONG 

CONNECT AGAIN 

THE OUTLET OF TRACTOR 

PUMP IS SMALL 

THE MIN.OUTLET 

CAPACITY MUST BE 30 

m/min 

THERE IS OIL LEAKAGE AT 

HOSES 

FIND THE LEAKING 

PLACE AND REPAIR IT 

THE SPIRAL ISNT 

MOVING 

TEH SHAFT RPM IS 

EXTREMELY HIGH 
ADJUST IT TO 540 m/min 

BOTH CONTRA BLADES ARE 

IN OPERATION POSITION 

CHANGE THE POSITION 

OF CONTRA BLADES 

THE MAIN BEARING HAS NO 

OIL 

BUTTER FROM THE 

GREASE POINTS 

 

 

9. PARTS 

 

When giving spare part order you have to specify the written below: 

 

 Type of machine 

 Serial number 

 Year of production 

 The Name, Code and Quantity of the Part You Are Requesting (Refer to the spare part manual) 

 

If you cannot find the code of the part in the spare part list which you request, send the original part to 

avoid any mistake. 


